


See what you’ve been missing.
Advanced Wind-reel Systems is an attachment 

for agricultural combines designed to improve 
the efficiency and productivity of direct cut  

harvesting in soybeans, dry beans, peas, lentils, 
cereal grains and other specialty crops.

Combine Mount Benefits
The quiet, efficient AWS fan is located on the right side of the combine cab.  

Driving directly from the combine’s primary counter shaft guarantees the most  
efficient use of power. A lightweight aluminum pulley mounted on the end of  

the separator drive ensures smooth fan operation. The simple belt drive chassis 
features a torsion spring belt tightener allowing for the fan to be easily disengaged. 
Drive and mounts are tailored specific to models to reduce combine modifications.  
This unique mounting location leaves an unrestricted view from the operators seat.  

A rugged shield protects the inlet screen from debris thrown by the drive tires.

Product Principle of Operation
The AWS system applies a continuous flow of air to the  
crop as it is cut, providing an even flow into the combine  
with less crop damage. Consistent feeding allows operation 
of the combine at full capacity with increased ground speed, 
better separation and more even residue distribution.  
The curtain of air sweeps the crop from the knife, reducing 
shatter loss, enhancing knife performance and greatly 
increasing yield potential.

Header Mount Benefits
The simple out front manifold and bolt on drive system 
installs on all makes with little or no modification to the 
header. An AWS wind-reel system can be economically 
transferred to other heads, leaving header in original 
condition. Trouble-free AWS belt drive chassis with 
adjustable, spring-loaded tensioners provide long-term 
reliability and ease of maintenance.

Manifold Design and Function
There is no need to replace your existing factory reel to gain the benefits of harvesting  
with air. The simple, removable our front AWS manifold locates nozzles between the reel 
fingers and is available for all types and styles of headers. Making use of your existing 
factory reel, the AWS manifold affects the crop ahead of 
the knife, greatly enhancing wind-reel effectiveness. In dry 
conditions, where excessive mechanical reel shatter loss 
is prevalent, the AWS mounts allow the finger reel to be 
raised out of the crop, allowing the air to continue feeding 
the crop into the head.

Fan
AWS fan and drive system, in conjunction with the out front manifold is designed to utilize 
the least amount of horsepower, while generating the required air volume, pressure and 
speed to effectively move crop from the knife. A durable baked-on paint finish makes the 
AWS components an attractive accessory to your combine. The quiet, efficient AWS fan is 
protected by a self-cleaning rotary inlet screen.

Electrical Controls
Air flow direction and volume can be adjusted from the cab  
with a convenient, discrete control mounted to the console. 
Adjustments can be made on-the-go to maximize  
efficiency and performance of the AWS system.

To ease header hook-
up, the air supply and 

electrical connections are 
quickly made at the left 
hand side of the feeder 

house. Holes in the feeder 
cross tube jet air forward 

preventing material build-
up for an unrestricted 

view of the header.
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Our Vision
To be the first choice  

of all farmers purchasing  
an air-reel system.

AWS CONFIGURATOR AGCO
CASE IH 

14/16/21/23/2500
50,60,7088

CASE IH
70/8010

71/81/9120

JOHN DEERE
66/77/8820

JOHN DEERE
9000/10/50/60 W

All STS

LEXION
400/500

NEW HOLLAND
TX/CX

TR

NEW HOLLAND
CR

COMBINE PLATFORM

AGCO 300, 500, 800, 8000 & 8200 H

Case IH 820,1020,2020 C or H H

Harvest More H C or H H H C or H H H C or H

HoneyBee Grain Belt & Grain Belt Plus Drapers H C or H H H C or H H H C or H

John Deere 200,900,600 H C or H

Lexion F & Maxi Flex H

MacDon 972,D60 Drapers H C or H H H C or H H H C or H

MacDon 974, FD70 Flex Drapers H C or H H H C or H H H C or H

MidWest CropHawk H C or H H H C or H H H C or H

New Holland 973,73C,74C H C or H

“H” - Header Mount Fan          “C” - Combine Mount Fan

For more information and to find a dealer near you,  
phone: 519.348.0066 or 519.276.8376  email: jdolmage@awsairreels.com

If you have a combine header combination 
that you don’t see listed please call. www.awsairreels.com

Our Mission
Is the continued development of our 
company into the leading producer 
of quality, innovative harvesting 
solutions, built on customer-focused 
services and products. We promise 
to grow in partnership with our 
dedicated dealership network.  
We aspire to provide our customers 
with support, product and value with 
all the privileges and attention they 
deserve. Integrity, strength, respect, 
innovation and value-added services 
are always our top concerns.

www.awsairreels.com

Harvest solutions  
for all makes




